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The Majesty 62’s sleek profile conceals the skillful design of her decks, which include saloon and dining 
space, 4 guest cabins, 3 heads and separate accommodation for the crew. The fly-bridge is designed to 
maximize outside space making this the perfect choice for leisure cruising. The elegance of her design 
continues into the sleeping quarters, with the owner’s cabin being situated mid ship allowing large win-
dows to bring the feel of light and space to the lower deck.











TECHNICAL SPECS

Fuel Capacity
963 US gal (3,646 l)

Length Overall
61 ft 7 in (18.78 m)

Beam
16 ft 4 in (4.98 m)

Draft
3 ft 11 in (1.20 m)

Displacement
35 t approx.

Fresh Water Capacity
150 US gal (567 l)

Black Water Capacity
64.8 US gal (246 l)

Grey Water Capacity
20 US gal (76 l)

Generators
28kW, 230V AC, 50 Hz

Engines
Twin Caterpillar C18 ,1150 Hp /

Twin MAN i6-800, 800 Hp

Top Speed 
24 knots* (MAN i6-800)
30 knots* (CAT C18,1150)

Cruising  Speed 
12 knots* (MAN i6-800)
13 knots* (CAT C18,1150)

Range @ Cruising Speed 
514 NM* (MAN i6-800)
382 NM* (CAT C18,1150)

*Speeds and range estimates may vary depending
on cleanliness of hull, and sea conditions



DECK PLANS

LOWER DECK

Option for European Layout

MAIN DECK

FLY-BRIDGE


